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Note:

The included CD contains a USB3.0 driver supporting the “USB Attached SCSI Protocol; abbreviated UASPE This pro-
tocol was initiated by the USB Implementers Forum (USB IF) and speeds up the data throughput, while reducing CPU
utilization and data latency.

Please note that only fast SSDs will gain a speed advantage by using this UASP driver; mechanical hard disk drives
will not profit by this new driver.

For installation proceed as follows:

I. Switch on your computer.

Il. After starting the operating system insert the included driver CD into your CD/DVD drive. With your file manager
choose the respective optical drive and launch the EXE file you will find on the driver CD manually:
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1. Choose the desired language (A).
2. Read and accept the license agreement (B).




3. Access the following options menu (C):
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Define the program’s installation path (a) and if a desktop icon shall be created (b).

4. Start the installation process (D).

5. After successfully installing the program it will automatically be started whenever you connect the
SATA QuickPort Duo to your PC or switch it on:

A — Minimizes the program window to the taskbar:

B - Opens up the setup dialogue where you can (re)define the language.
C - Displays some program information.
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— Calls up the program help.

v — Here the connected volumes are displayed. By clicking the respective icon the
TSR A respective volume is selected and activated.
SR — F - Clicking the HDD icon toggles between normal and turbo mode (clicking the
‘5@ buttons “Normal” and “Turbo” has the same effect). The volumes may be

assigned to different modes.
G - Displays information on the connected and selected volume.
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